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ABOUT US

Avant Garde Cleanroom & Engg. Solutions (ACES) is a leading provider of
turnkey integrated HVAC & Cleanroom Systems in India. ACES is one-stop
solution for modular clean room panel, cleanroom equipment and furniture
having a wide range of application in Pharmaceutical, Biotechnology, Medical
Devices, Nano technology, Food Processing, Precision Engineering, Automobile,
PV Cell manufacturing and Semi-Con Fab industry. We have state of the art

facility in line with global quality standards.

Our Products
MODULAR CLEANROOM PANELS

Sheet Thickness (mm)
Infill

Base Profile

Panel Width

Panel Thickness (mm)
Finish

Color

Coving

%

Sustainability

éﬁcs.s

Reliability

Gl / SS
-05/06/0.8/1.0;SS-0.8/1.0
PUF / PIR / GLASS WOOL / PAPERCORE
Gl Raised Floor Track / U Type / Gl (U Type)
1130 /1200 mm
60 /80 /100

Pre-Painted / Epoxy Polyester Powder Coated / SS-Matt or Mirror

Standard RAL Shades / Standard SS
R50/R65

Door

Specification

Thickness

Finish

CLEANROOM DOORS & METAL

Cleanroom & Metal Door
« Infill Material - Rock Wool / Paper Core
« [ronmongery - Dorma/Equivalent

Skin Thickness - 0.8 /1.00 / 1.20 mm GSS

Door Thickness - 45+2 mm

Pre-Painted / Epoxy Polyester Powder Coated / SS-Matt or Mirror

STATIC PASSBOX e 1

F|n|sh

Door Locking Arrangement

Light

Internal
Dimension
(mm)

SS304 / SS316 / SS 316L
Matt / Mirror
Electromagnetic with LED Display

Model Width
SPB-WM-01 450
SPB-FM-02 600
SPB-FM-03 900
SPB-FM-04 1200
SPB-FM-05 1500

MOC

Finish

Filters

Fan Type
Light

Power Supply

Internal
Dimension
(mm)

UV Light with Hour Meter, LED Light with SS Covering

Depth Height
450 450
600 600 y
900 900 y
1200 1200
1500 1500

DYNAMIC PASSBOX

SS304 / SS316 / SS 316L

Matt / Mirror

Pre-Filter / Fresh Air / HEPA

Centrifugal

UV Light with Hour Meter, LED Light with SS Covering
230 VAC, 1@, 50 Hz / 415 VAC, 3@, 50 Hz

Model Width Depth Height
DPB-WM-01 450 450 450
DPB-FM-02 600 600 600
DPB-FM-03 900 900 900
DPB-FM-04 1200 1200 1200
DPB-FM-05 1500 1500 1500




GARMENT STORAGE CABINET (DYNAMIC & STATIC)

MOC
Finish
Filters
Fan Type (Dynamic)
Light
Additional Features

Power Supply

Internal
Dimension
(mm)

LAMINAR AIR FLOW UNIT

MOC SS304 / SS316 / SS316L

Finish Matt / Mirror

Filters Pre-Filter / Fresh Air / HEPA

Door Locking Arrangement Electromagnetic with LED Display

Light UV Light with Hour Meter, LED Light with SS Covering

Power Supply 230V, 1@, 50 Hz / 415V, 39, 50Hz
Model Width Depth Height
H-LAF-01 610 600 610
H-LAF-02 915 600 610

Internal H-LAF-03 1220 600 610

Dimension V-LAF-01 610 610 650

(mm) V-LAF-02 915 610 650
V-LAF-03 1220 610 650
R-LAF-01 915 915 2000
R-LAF-02 1220 1220 2000
R-LAF-03 1860 1220 2000

SS304 / SS316 / SS316L

Matt / Mirror

Pre-Filter / Fresh Air / HEPA

Centrifugal

UV Light with Hour Meter, LED Light with SS Covering
* Heater with Thermostat

* SS 304 removable perforated shelves

* Double walled insulated doors with toughened glass
« SS 304 Ball catcher to hold the door in power failure condition

230 VAC, 19, 50Hz / 415 VAC, 39, 50Hz

| Model | Width | Depth | Height]
600 900

GS-WM-01 600

GS-WM-02 900 600 1200 I
GS-FM-01 600 500 900 : :
GS-FM-02 900 500 1200 :

MOC SS304 / SS316 / SS316L / Gl

Finish Matt / Mirror/ Powder Coated

Filters Pre-Filter / Fresh Air / HEPA

Door Locking Arrangement Electro-Magnetic Interlocking card with LED display

Light UV Light with Hour Meter, LED down light

Additional Features « SS 304, Mirror finish Nozzle for spraying the air

« SS Perforated Trays as footrest floor in bottom for air circulation
« SS Double walled insulated doors with toughened glass
« SS 304 Ball catcher to hold the door in power failure condition

Power Supply 415 VAC, 39, 50Hz

Internal [ Model | _ Width | Depth | Height

Dimension AS-01 800 900 2000

(mm) AS-02 800 1300 2000
MS-01 800 1800 2000
MS-02 800 800 2000

DE-DUSTING TUNNEL S\

MOC
Finish
Filters
Convey Belt Details
Additional Features

Power Supply

Internal Dimension (mm)

SS304 / SS316/SS316L/Gl 5"—,
Matt / Mirror / Powder Coated ]
Pre-Filter / Fresh Air / HEPA

Straight Belt Conveyor (Forward & Reverse)

+ Anti-static vinyl curtains in front & back side i.e. at the in-feed and outfeed
+ S 304, Mirror Finish Nozzle for spraying the air

« LED down light with 400 LUX

+ SS 304 access panel inside of the unit for service & maintenance

230 VAC, 19, 50Hz / 415 VAC, 39, 50Hz

1300 1500 1500




BIO SAFETY CABINETS

MOC SS304 / SS316/SS316L/ Gl
Finish SS-Matt / Mirror / Gl-Powder Coated
Filters Pre-Filter / Fresh Air / HEPA faces
Fan Type Centrifugal
Additional Features + LED display with manual on-off switches for motor, LED light & U.V. light
» Exhaust Burn-out
+ SS 304 Air Gas Cock

+ Alarm triggers in case front door is raised more than 8"
+ SS 304 working table with stands with Nylon levelling pads
« SS 304 access panel inside of the unit for service & maintenance

Class Class | / Class Il / Class IlI
Power Supply 230 VAC, 19, 50Hz
| Width | Depth | __ Height |
Internal Dimension (mm) 915 457 700
1220 457 700
SS Cross Over Bench SS Lockers
MOC : 55304 & moc : 55304
Surface Finish : Electro-polished Surface Finish : Electro-polished
Length : 1200-2400 mm Locker Type @ Key Lock
Width - 200-800 mm Top Type . Flat / Angular
No. of Box : Customized
(Per Locker)
SS Table SS Chair
MOC : SS304 MOC : SS304
Surface Finish : Electro-polished _ Surface Finish : Electro-polished
Length . 800-2000 mm . Seat Height  : 500-800 mm
Width : 300-1200 mm ll
Height : 400-800 mm

Avant Garde Cleanroom & Engg. Solutions Pvt. Ltd.

Head Office
New Delhi : D-1/1, Ground Floor, Opp. MERI College, Janakpuri, New Delhi-110058.
Tel : 011-45508664, 45650702, 45650714. Email : contact@acespl.in, service@acespl.in

Branch Offices Dubai Associate
Mumbai Bangalore Ahmedabad AHSC Air Conditioning
Office No. 301 & 302, Spaces 72/2, Yashoda Thamarapani, A-402, Mondeal Heights, Services (L.L.C.)
912, Commercial Complex, HAL Old Airport Road, Besides Novotel Hotel, Office 101, Al Rostamani Building,
Near Pleasant Park Signal, Opp 10C Petrol Bunk, S. G. Highway, Al ltihad Road, PO Box - 391340
Mira Road (East) Thane-401107 Domlur, Bangalore-560071 Ahmedabad-380015 Dubai, UAE
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